
PartPartPartPart numbernumbernumbernumber systemsystemsystemsystem forforforfor ledledledled lamplamplamplamp ∮∮∮∮5mm5mm5mm5mmPurple,Purple,Purple,Purple, HT-333UPCHT-333UPCHT-333UPCHT-333UPC

PackagePackagePackagePackage DimensionsDimensionsDimensionsDimensions UnitUnitUnitUnit ：：：：mmmmmmmm

CHIP

Material InGaNInGaNInGaNInGaN

Color Purple

ColloidColloidColloidColloid

Material Epoxy

Color Water Clear

AbsoluteAbsoluteAbsoluteAbsolute MaximumMaximumMaximumMaximum RatingsRatingsRatingsRatings）Ta=25℃）

ParameterParameterParameterParameter）））） SymbolSymbolSymbolSymbol）））） Value UnitUnitUnitUnit

Max Power Dissipation PPPPMMMM 80 mW

Max Continuous Forward Current IIIIFMFMFMFM 30 mA

Max Reverse Voltage VVVVRRRRMMMM 5 V

Peak Forward Current IIIIFPFPFPFP 75 mA

Lead Soldering Temperature/Time TTTTSOLSOLSOLSOL 240/≤3S ℃/S

Operating Temperature Range TTTTOPROPROPROPR -25~+85 ℃

Storage Temperature Range TTTTSTRSTRSTRSTR -30~+100 ℃

InitialInitialInitialInitial ElectricalElectricalElectricalElectrical OpticalOpticalOpticalOptical CharacteristicsCharacteristicsCharacteristicsCharacteristics

Parameter Symbol Min. Typ. Max. Unit Condition

Luminous Intensity IIIIvvvv 80 120 150 mcd IIIIFFFF=20=20=20=20-30-30-30-30mAmAmAmA

Viewing Angle 2Ø1/2 / 30 / deg IIIIFFFF=20=20=20=20-30-30-30-30mAmAmAmA

Peak Wave Length λλλλpppp / / / nm IIIIFFFF=20=20=20=20-30-30-30-30mAmAmAmA

Dominant Wave Length λλλλdddd 390 392 395 nm IIIIFFFF=20=20=20=20-30-30-30-30mAmAmAmA

Spectral Width at half height △λλλλ / / / nm IIIIFFFF=20=20=20=20-30-30-30-30mAmAmAmA

Forward Voltage VVVVFFFF 3．2 3.3 3.4 V IIIIFFFF=20=20=20=20-30-30-30-30mAmAmAmA

Reverse Current IIIIRRRR / / ≤30 μA VR=5VVR=5VVR=5VVR=5V

1.0
8.6

5.0

5.9

0.5MAX

29.0±0.5

0.5

2.0MIN

2.54


