60x60x25mm

B Dimensions Drawing

250+05 I 300.0+15
2-40+03— =~
. i
T g S8
© 4 T 3
— 50.0+0.3
Air Flow 600405
Unit: mm
B Performance Curves
General Specification: 16.0
eFrame and Impeller : Thermal Plastic , UL 94V-0 14.0 Hasv
eLead Wires : UL Type e} 120 s
(+):Red (-) :Black £ \S(Htaweov
eOperation Temperature : -10°C~70°C . £ 100
35%~85%RH S 350 H
eStorage Temperature : -40°C ~80°C. § 6.0 >< f ™~
35%~85%RH x AL
< 40 /7\74/
®
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Air Flow (CFM)
Licted Bearing VF;"Iitt:; = O\;/);{:ggn Ciartr:gt gsgz% Fﬁ;;v Preégure t‘g\'/sg Available Features (Optional) Weight
" P oo | v | A | mem | cru mmwo| gan e fetaien | Thermal |Puseian | g
RDH6025S 6.0~13.8 0.14 4,000 | 20.3 4.5 29 . . . .
RDM6025S | Sleeve 6.0~13.8 0.10 3,000 | 15.1 2.6 24 ° . . .
RDL6025S 6.0~13.8 0.07 2,500 | 125 1.8 22 ° . . .
RDH6025B 12 6.0~13.8 0.14 4,000 | 20.3 4.5 29 ° . . .
RDM6025B Ball 6.0~13.8 0.10 3,000 | 15.1 2.6 24 ° . . .
RDL6025B 6.0~13.8 0.07 2,500 12.5 1.8 22 ° ° ° °
RDH6025S2 12.0~27.6| 0.14 4,000 | 20.3 4.5 29 ° ° ° °
RDM6025S2| Sleeve 12.0~27.6| 0.10 3,000 15.1 2.6 24 ° ° ° °
RDL6025S2 12.0~27.6| 0.09 2,500 12.5 1.8 22 ° ° ° °
RDH6025B2 24 12.0~27.6| 0.14 4,000 | 20.3 4.5 29 ° . ° ° 62
RDM6025B2| Ball 12.0~27.6| 0.10 3,000 15.1 2.6 24 ° ° ° °
RDL6025B2 12.0~27.6| 0.09 2,500 12.5 1.8 22 ° ° ° °
RDH6025S4 24.0~55.2| 0.18 7,500 | 38.8 14.5 47 ° ° ° °
RDM6025S4 | Sleeve 24.0~55.2| 0.12 6,000 | 30.9 9.6 40 ° ° ° °
RDL6025S4 24.0~55.2| 0.10 5,000 | 256 7.0 37 ° ° ° °
RDH6025B4 48 24.0~55.2| 0.18 7,500 | 38.8 14.5 47 ° ° ° °
RDM6025B4| Ball 24.0~55.2| 0.12 6,000 | 30.9 9.6 40 ° ° o °
RDL6025B4 24.0~55.2| 0.10 5,000 | 25.6 7.0 37 ° ° ° °
RDL6025B6 Ball 60 36.0~72.0 0.20 5,000 | 25.6 7.0 37 ° ° ° °
Notes: OAIl readings are typical values at rated voltage. 23

O Specifications are subjected to change without prior notice.
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